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PRODUCT INFO

General Information
Stock Number 1039-9304

Machine Type CNC Turning- and Milling Center

Manufacturer EMCO

Type Hyperturn 665 MC Plus

Year of Manufacture 2014

Control Sinumerik 840 D-sl Siemens

Location D-59302 Oelde

Country of Origin Austria

Delivery Time

Freight Basis

Additional Information CNC - Turning- and Milling Center
EMCO - Hyperturn 665 MC Plus
- Main- and Subspindle
- 2 turrets
- live tool positions
- C-Axis
- Y-Axis  
- Stangenlademagazin EMCO - LM 1200
- Operating-Hours Power-On ca. 24.047h
- Spindle hours ca. 7.761h
- WITHOUT TOOLS
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Technical Details
turning diameter 430 mm

turning length 744 mm

control Sinumerik 840 D-sl Siemens

greates pass round over bed 600 mm

swing diameter over slide rest 500 mm

distance between spindles 975 mm

max. bar capacity 65 mm

Spindle left Unit

spindle bore 73 (65) mm

Spindle right Unit

spindle nose DIN 55 026 KK6

spindle bearing diameter 73 mm

turning speed range - spindle 0 - 7.000 U/min

drive capacity - spindle motor 22 kW

Travel 750 mm

rapid traverse 30 m/min

power of brake 9000 N

Rapids C - Axes 1.000 U/min

Number of Turret 2 pos

Traverse X-Axis 1 280 mm

Traverse Z-Axis 1 900 mm

Traverse X-Axis 2 205 mm

Traverse Z-Axis 2 750 mm

travel -y axis 100 (+/- 50) mm

rapid traverse X-axis 24 m/min

rapid traverse Y-axis 10 m/min

rapid traverse Z-axis 30 m/min

feed power Z3 = 9.000 N

numbers of turret head positions 2 x 12 

tool taper VDI 30 

tool changing time 0,2 sec

Number of driven toolspositions 12 pos.

Spindle speed driven tools 0 - 5.000 min -1

power capacity - driven tools 6,7 kW

max. Torque 25 Nm
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Technical Details
total power requirement 46 kVA

weight of the machine ca. 7,7 t

dimensions of the machine ca. 7,0 x 3,0 x 2,3 m
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Accessories
bar feeder EMCO - LM 1200 

bar feeder interface  

C-axis 0,001°  

Chip conveyor  

collet chuck 2x Hainbuch Spanntop Nova 

Coolantsystem  

Documents  

driven tool positions  

high pressure coolant 14 bar 

hydraulic system  

Parts removal  

Subspindle  

tool setter  

triple signal light  

Y-axis +/- 50mm 


