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PRODUCT INFO

General Information
Stock Number 1039-9464

Machine Type Travelling column milling machine

Manufacturer SORALUCE

Type SLP 6000

Year of Manufacture 2016

Control iTNC 530 HSCI Heidenhain

Location Nordrhein-Westfalen

Country of Origin Spain

Delivery Time to be agreed

Freight Basis ex site

Additional Information CNC Fixed-Bed Milling and Boring Center
SORALUCE - SLP 6000
- Automatically indexing milling head with 0.001° x 0.001° indexing in two planes
- Tool clamping force: 20,000 N
- "Dynamics Active Stabilizer" preparation
- Dynamic Collision Monitoring Software (DCM)
- Interpolation turning
- INA linear roller guide system RUE55-E-L (X/Y/Z axes)
- Hydromechanical damping slides (Y/Z axes)
- Rack-and-pinion drive (X-axis)
- Ball screws (Y/Z axes)
- Heidenhain AC drive motors with digital drive technology



- Pressurized direct linear measuring system (Heidenhain)



- 3D thermal expansion compensation for all milling head positions



- Automatic feed control



- Enhanced accuracy via Soraluce 3D milling head compensation



- Preparation for NC rotary table (for 5-sided machining)



- Tool changer function: loading and unloading during automatic operation



- Adaptive Control



- Accura Heads option



- DXF converter



- Heidenhain interpolation turning



- Splash guard enclosure (2x front doors, 2,500 mm)
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Technical Details
x-travel 4.500 mm

y-travel 1.300 mm

z-travel 1.800 (2.300) mm

control iTNC 530 HSCI Heidenhain

Main spindle:

spindle turning speed range 20 - 6.000 U/min

spindle drive 43 kW

Torque 900 Nm

work table:

table surface area 6.000 x 1.100 mm

T-slots REF: 1x 22 H7 mm

T-slot - distance 140 mm

tool magazin:

number of toolpositions 40 pos.

tool taper ISO 50 DIN 69871

max. tool diameter 125 mm

max. tool-dia with free toolbox 250 mm

max. tool length 400 mm

max. tool weight 20 kg

tool changing time 10 sec

feeds:

rapid traverse ( X / Y / Z ) 35.000 mm/min

Feed force ( X / Y / Z ) 16.000 N

Accelaration X: 1 | Y:1,5 | Z: 2 m/s²

total power requirement 57 kW

weight of the machine ca. - t

dimensions of the machine ca. - m
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Accessories


